
MICROCONTAMINATION CONTROL    |    SPECIFICATION SHEET

Savana® AT Cartridge Filters
For gas applications 

SPECIFICATIONS
—

Materials Membrane PTFE

Supports PFA

O-ring (AS568-222) Encapsulated FKM (E-FKM)

Retention rating Enables greater than 99.9999999% removal of all particles  
larger than 0.0015 μm diameter 

Maximum operating  
conditions

Maximum forward differential pressure:

0.51 MPa (5.1 bar, 74 psid) @ 25°C (77°F)

0.20 MPa (2.0 bar, 29 psid) @ 120°C (248°F)

Maximum reverse differential pressure:

0.35 MPa (3.5 bar; 50 psid) @ 25°C (77°F)

Maximum operating temperature:

180°C (356°F) at the above conditions

DIMENSIONS
—

Nominal size A B C

10" 262.3 ±2.0 mm (10.33 ±0.079") 245.0 ±2.0 mm (9.65 ±0.079") 243.0 ±2.0 mm (9.57 ±0.079")

20" 498.3 ±3.0 mm (19.62 ±0.118") 479.0 ±3.0 mm (18.86 ±0.118") 477.0 ±3.0 mm (18.78 ±0.118")

30" 738.3 ±4.5 mm (29.07 ±0.177") 719.0 ±4.5 mm (28.31 ±0.177") 717.0 ±4.5 mm (28.23 ±0.177")

C

B

A

Ø69 mm
(2.72")



FOR MORE INFORMATION

Please call your Regional Customer Service Center today to learn what Entegris can do for you.  
Visit entegris.com and select the Contact Us link to find the customer service center nearest you.

TERMS AND CONDITIONS OF SALE

All purchases are subject to Entegris’ Terms and Conditions of Sale. To view and print this information,  
visit entegris.com and select the Terms & Conditions link in the footer.

www.entegris.com

129 Concord Road
Billerica, MA 01821 
USA

Tel +1  952 556 4181
Fax +1  952 556 8022
Toll Free 800 394 4083

Corporate Headquarters Customer Service

Entegris®, the Entegris Rings Design®, and other product names are trademarks of Entegris, Inc. as listed 
on entegris.com/trademarks. All third-party product names, logos, and company names are trademarks or  
registered trademarks of their respective owners. Use of them does not imply any affiliation, sponsorship, 
or endorsement by the trademark owner.

©2019-2024 Entegris, Inc.    |    All rights reserved.    |    Printed in the USA    |    4529-10905ENT-0324

PERFORMANCE DATA
—
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Savana 10" Cartridges
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Inlet pressure 
29 psi

Inlet pressure 
87 psi
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Savana 20" Cartridges
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Inlet pressure 
29 psi

Inlet pressure 
87 psi
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Savana 30" Cartridges
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Inlet pressure 
29 psi

Inlet pressure 
87 psi

Flow (m3/hr) Flow (m3/hr)

Flow (m3/hr)

ORDERING INFORMATION
—

Cartridge length
1 = 10"
2 = 20"
3 = 30"

Code
0 = Code 0

Savana AT Cartridge Filters: part number

SVTH0     TQ1  
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